
OPEN FRAME SERIES   
A versatile solution with ample mounting options.

Solutions:

Offered in a range of sizes, from 7” to 31.5” and with multiple mounting options, the  
Open Frame Series is easy to integrate wherever you need it.  

Financial
ATM,Paperless workstations

Hospitality
Self check-in/checkout, Self-service 
ticketing,Point-of-information

Industrial
Process control, 
Automation control

Gaming
Gaming machines,
Amusement machines,  
Self-service ticketing

#MakeitMicroTouch



MicroTouch OPEN FRAME SERIES

OF-150P-B1
Size	 15” TFT LCD
Maximum Resolution	 1024 x 768
Contrast Ratio	 800:1
Aspect Ratio	 4:3
Brightness	 350 nits (No Touch), 300 nits (P-CAP)
View Angle	 H:160˚, V:150˚
Video Port	 1 x VGA, 1 x DP, 1 x HDMI
Warranty	 3 year

See Full Specs

OF-120P-A1
Size	 12.1” TFT LCD
Maximum Resolution	 1024 x 768
Contrast Ratio	 1000:1
Aspect Ratio	 4:3
Brightness	 500 nits (No Touch), 425 nits (P-CAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, 1 x DP, 1 x HDMI
Warranty	 3 year

See Full Specs

OF-100P-A2
Size	 10.1” TFT LCD
Maximum Resolution	 1280 x 800
Contrast Ratio	 800:1
Aspect Ratio	 16:10
Brightness	 500 nits (No Touch), 425 nits (P-CAP)
View Angle	 H:170°, V:170°
Video Port	 1 x VGA, 1 x DP, 1 x HDMI
Warranty	 3 year

See Full Specs

OF-070P-A1
Size	 7” TFT LCD
Maximum Resolution	 1024 x 600
Contrast Ratio	 400:1
Aspect Ratio	 16:9
Brightness	 400 nits (No Touch), 340 nits (P-CAP)
View Angle	 H:170°, V:160°
Video Port	 1 x VGA, 1 x HDMI
Warranty	 3 year

See Full Specs

https://microtouch.com/products/of-150p-b1/
https://microtouch.com/products/of-120p-a1/
https://microtouch.com/products/of-100p-a2/
https://microtouch.com/products/of-070p-a1/


MicroTouch OPEN FRAME SERIES

OF-170P-A1
Size	 17” TFT LCD
Maximum Resolution	 1280 x 1024
Contrast Ratio	 800:1
Aspect Ratio	 5:4
Brightness	 250 nits (No Touch), 215 nits (P-CAP)
View Angle	 H:160˚, V:160˚
Video Port	 1 x VGA, 1 x DVI
Warranty	 3 year

See Full Specs

OF-190P-A1
Size	 19” TFT LCD
Maximum Resolution	 1280 x 1024
Contrast Ratio	 1000:1
Aspect Ratio	 5:4
Brightness	 250 nits (No Touch), 215 nits (P-CAP)
View Angle	 H:170˚, V:160˚
Video Port	 1 x VGA, 1 x HDMI, 1x DP
Warranty	 3 year

See Full Specs

OF-150S-B1(B2)
Size	 15” TFT LCD
Maximum Resolution	 1024 x 768
Contrast Ratio	 500:1
Aspect Ratio	 4:3
Brightness	 250 nits (No Touch), 225 nits (S-CAP)
Video Port	 1 x DVI-D
Warranty	 3 year

See Full Specs

OF-156P-A1
Size	 15.6” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 1000:1
Aspect Ratio	 16:9
Brightness	 450 nits (No Touch), 400 nits (PCAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, 1 x DP+, 1 x HDMI
Warranty	 3 year

See Full Specs

https://microtouch.com/products/of-170p-a1/
https://microtouch.com/products/of-190p-a1/
https://microtouch.com/products/of-150s-b1b2/
https://microtouch.com/products/of-156p-a1/


MicroTouch OPEN FRAME SERIES

OF-195P-A2
Size	 19.5” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 3000:1
Brightness	 250 nits (No Touch), 212 nits (P-CAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, 1 x DP, 1 x HDMI
Warranty	 3 year

See Full Specs

OF-195P-A1
Size	 19.5” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 3000:1
Brightness	 250 nits (No Touch), 212 nits (P-CAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, 1 x DP, 1 x HDMI
Warranty	 3 year

See Full Specs

OF-240P-A1
Size	 23.8” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 3000:1
Aspect Ratio	 16:9
Brightness	 250 nits (No Touch), 215 nits (P-CAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, DP x 1, HDMI x 1
Warranty	 3 year

See Full Specs

OF-215P-B1
Size	 21.5” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 1000:1
Aspect Ratio	 16:9
Brightness	 350 nits (No Touch), 315 nits (P-CAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, 1 x DP, 1 x HDMI
Warranty	 3 year

See Full Specs

https://microtouch.com/products/of-195p-a2/
https://microtouch.com/products/of-195p-a1/
https://microtouch.com/products/of-240p-a1/
https://microtouch.com/products/of-215p-b1/


MicroTouch OPEN FRAME SERIES

OF-320P-A1
Size	 31.5” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 3000:1
Aspect Ratio	 16:9
Brightness	 500 nits (No Touch), 450 nits (P-CAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, 1 x DP, 1 x HDMI 1.3
Warranty	 3 year

See Full Specs

OF-270P-A1
Size	 27” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 3000:1
Aspect Ratio	 16:9
Brightness	 300 nits (no touch), 270 nits (P-CAP)
View Angle	 H:178°, V:178°
Video Port	 1 x VGA, 1 x HDMI, 1 X DP
Warranty	 3 year

See Full Specs

The information presented in this specification sheet is intended as general information about MicroTouch products and is subject to change.  
Product specifications and warranties will be governed by MicroTouch Interactive, Inc. standard terms and conditions of sale. Products are subject to availability. 
Copyright © 2025 MicroTouch Interactive, Inc. All rights reserved. MT24-1079 - 033125

www.MicroTouch.com  |  us.orders@microtouch.com

MicroTouch Interactive, Inc. 
200 East Broadway Avenue, Maryville, TN  37804  |  (616) 786-5353

OF-270P-B2
Size	 27” TFT LCD
Maximum Resolution	 1920 x 1080
Contrast Ratio	 4000:1
Aspect Ratio	 16:9
Brightness	 350 nits (no touch), 275 nits (P-CAP)
View Angle	 H: 178˚, V: 178˚
Video Port	 �1 x VGA, 1 x HDMI, 1 X DP •  

LED Surround Lighting for S1-270SFL-A1
Warranty	 3 Year

See Full Specs

https://microtouch.com/products/of-320p-a1/
https://microtouch.com/products/of-270p-a1/
https://microtouch.com
mailto:us.orders%40microtouch.com?subject=
https://microtouch.com/products/of-270p-b2/

